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Pumps for hot water circuits.

Grundfos solar-20 low energy hot water circulation pump used for
circulating water through a maximum of three 30-tube collectors, or
up to 4 convection heaters.

Speed 1 = 20 Watts, speed 2 = 25 watts, speed 3 = 30 watts.
2-years warranty $180

12-volt DC hot water pumps for a single heat pipe collector can be
used for hydronic heating circuits.

TS5 5-watt pump with a 12-month warranty $120.

TS5 15-watt pump with a 12-month warranty $140.

These pumps can work from a solar panel, regulator and a battery.
Pump controllers are available.
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Low energy 3-speed hot water circulation pump used to circulate the
hot water from the evacuated tube collectors to the cylinder.

Can be used on smaller floor heating circuits and convection heater
circulation.

Tested by Run On Sun to Australian standard AS/NZS4020
Speed-1 = 40 Watts, speed-2 = 60 Watts, Speed-3 = 85 Watts.
5-years warranty. $150

Extra power 3-speed hot water circulation pump used to circulate
the hot water through medium sized floor-heating circuits.

Tested by Run On Sun to Australian standard AS/NZS4020
Speed-1 = 46 Watts, speed 2 = 80 Watts, speed 3 = 100 Watts.
5-years warranty $165
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Pumps continued:

TS-4 Cold-water DC pumps:

These are an earlier model of the TS-5 pumps. Not to be used with water
over 50-DegC. Maximum inline pressure 300Kpa (30-meter head)
TS-4/5-watts $45. Include a 5-watt solar panel for $55

TS-4/15-watts $60. Include a 15-watt solar panel for $90

14-litre expansion tank: (Hot or cold water.)

Two uses.

1. To make pressure pumps energy efficient.

2. For closed loop hot water circulation allowing for expansion during the
heating cycle.

$80

Low energy constant pressure pump:

These low energy consumption constant pressure pumps are ideal for small rural
homes. They only consume 250-watts of power and have no trouble keeping up
the pressure for washing machines, showers or any other need. When used in
conjunction with the above expansion tank, they are very efficient.

Pump $175. Add an extra $60 for the pump with the 14-litre expansion tank.

Hot or cold water inline pressure boosting pump:

These pumps have an automatic flow sensor that switches the pump on when
natural flow is detected, such as an open tap, when the tap closes and the flow
stops, the pump switches off automatically. Power use 220-Watts.

Unlike a constant pressure pump, these pumps do need natural flow to operate
the flow switch. Great for boosting low pressure hot or cold water. Often used
between low-pressure water heaters and the house, can run the whole house if
you have natural flow at your outlets.

Pump $175

Grundfos pump station:

The pump station includes the Grundfos solar-20 pump, with unions
and an Australian standard flow control valve and check valve.
Includes Pre-wired Aestiva premium controller, all incased in a UV
resistant weatherproof housing designed to screw onto the hot
water cylinder or on a wall close by.

Complete pump station $420.
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Pump controllers

Premium Aestiva:
Pre-wired controller for solar circuit pump.

Ready to plug in and work.

Anors Designed in Australia.
Outdoor waterproof rating.
$220

SR208C Controller:

Controller for solar circuit pump.

Not pre-wired. Comes with all sensors.
$150

SR868C Controller:

Two part controller for solar circuit pump, with
one extra sensor that can turn a second pump
on at a preset temperature and off at a preset
temperature.

Not pre-wired. Comes with all sensors.

Plug and cord included.

$195

ROSA-100 and ROSA-200 PV pump controllers.

ROSA-100 Connects to a solar panel for the power source.

ROSA-200 Connects to a solar panel and a battery. This controller
incorporates freeze protection for the solar collector outside the hours of
operation for a solar panel.

ROSA-100: 5-watt pump controller with a 5-Watt solar panel
%A-loo: 15-watt pump controller with a 15-Watt solar panel
%A-ZOO: 5-watt pump controller, 7Ah battery, 10-Watt solar panel
ETEA-ZOO: 15-watt pump controller. 7 Ah battery, 20-Watt solar panel
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Energy saving or useful devices:

Energy meter:

Shows incoming voltage. Shows watts and Amps draw from appliance.
Calculates ongoing watts and Amps use and can be programmed to show
actual cost of energy used.

(Know exactly how much energy each appliance uses.) $55

Light or dark transmitter, with a separate receiver power point:

The transmitter goes outside or next to a window; it can be set to
transmit at various light levels for daylight or darkness. The receiver
picks up the signal and switches the power point on or off.

$75

GSM power socket with thermostat:

Remotely operated by SMS command. An SMS card is used in the
power socket, the power socket can be turned on or off by a mobile
phone. Can also be used as a timer to automatically turn the socket on
or off according to pre-set times. Can be used with the thermostat to
turn the socket on or off according to pre-set temperatures.

Can send an emergency message to a mobile phone if pre-set
temperature is breached. Many uses. 15-Amp socket. $150

Auto video/audio recorder with night vision.

A high quality mains or battery operated miniature video and audio
recorder triggered by a motion detector, works during the day or night,
includes built in infra red light for night vision.

Plug and play USB interface with date and time stamp.

Recording time for each motion detected is 30 seconds.

Includes 4GB micro-SD card. $200
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Titanium heat exchanger:

Titanium heat exchanger for spa’s, swimming pools and aquaculture.
Includes:

2” Quick fit poly pipefittings for flow and return to spa (ect).

2 X heat sensor ports for the inside and outside of the heat exchanger.
1” diameter, 15 meter long titanium coil for circulating hot or cold water
for heat or cool exchange.

$895
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